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General Instructions
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General Instructions
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Warning——To avoid injury to human bodies, make sure that AC power is re-
moved and the power cord is unplugged from both the power line and the
printer.

Screws/hardware
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Caution——To secure a self-tapping screws, align it with the thread care-
fully. First turn it counterclockwise, then slowly clockwise. Do not over-
tighten. In case the selftapped thread is damaged, the affected part must be
replaced with a new part.
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Before starting disassembly

Warning——Before proceeding, unplug the power cord from the printer and
the power supply.

Warning——Never attempt to operate the printer with a component re-
moved.

Caution——The printer uses electrostatic-sensitive parts inside (on boards,
laser scanner, etc.). Provide an antistatic (discharging) device, such as a
wrist strap, that can effectively discharge your body before touching
boards, laser scanner, etc.
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Disassembly

Developer unit
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Note——After removing the developer, seal it in the protective bag and
place it on a flat surface. Do not place the developer in a dusty area.

Note——Do not place floppy disks near the developer.
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REPLACING THE DEVELOPER UNIT
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Caution——Do not rush the developer unit into the printer. It may cause
damaging the developer unit connector and an uneven toner distribution
inside the developer unit which may result in a printing problem.
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Removing the paper feed unit
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Note—If duplexer DU-30 is installed in the printer, uninstall it before
proceeding.
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Removing the transfer roller unit
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Caution——Do not touch the transfer roller (sponge) surface. Oil and dust
(particles of paper, etc.) on the transfer roller can significantly deteriorate
the print quality (white spots, etc.).
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INSTALLING THE TRANSFER ROLLER UNIT
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CLEANING THE TRANSFER ROLLER UNIT
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Removing the drum unit

Caution——Removing or reinstalling the drum unit requires the drum pro-
tective cover supplied with the new drum kit package. Do not forcibly at-
tempt to remove the drum without following the procedures provided be-
low, using the drum protective cover.

Caution—Store the drum unit in a clear, clean place, not exposed to a strong
light source. Seal it in a protective bag. Avoid bump the drum surface onto
hard objects.
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Main charger unit
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Removing the controller cover
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Removing the controller box
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Right side cover/Feeder unit
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Removing the face-down unit
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