
  

KP/MMKP 376




boxed

MKP 479




dipped

AC & Pulse Film Capacitors

(*) For microwave oven applications metallized  MKP/MKP 378

High AC voltage

UAC > 250 V


UDC 400...2500 V

  [UDC 3000...5000 V(*)]   

Low AC voltage

UAC ≤250 V


UDC 100...630 V

AC-voltage

>600 VAC

YOUR 

APPLICATION

AC-voltage

250...600 VAC

High

cap. value


≥ 3 nF

Low

cap. value


<3 nF

High

cap. value


C>12 nF

Low

cap. value

C ≤12 nF

Unlim. dV/dt

Electronic


ballasts

S-correction

(pitch > 5 mm)


SMPS

Electronic

ballasts


for US-market

film/foilfilm/foilfilm/foilfilm/foil

KP 374




dipped

MKP 379




boxed

MKP 380




boxed

KP/MKP 375




dipped

metallized metallized metallized

High dV/dt with

high repetition


rate e.g. Flyback

and Electronic


ballasts

No high dV/dt

(except low


repetition rate)

e.g. Electronic

ballasts; SMPS

Sample & hold

(pitch 5 mm)

MKP/MKP 378




boxed

KP/MKP 375  91




dipped

KP/MKP 375




dipped


