The new Satellite 300 and 310 series:

Entry-level notebooks that are simply complete

Neuss, 3rd February 1998

Toshiba Europe announced today the launch of the new Satellite 300 series of notebooks with the "simply complete" concept - including integrated CD-ROM and floppy diskette drive. These notebooks are equipped with everything you need for a smooth launch into the world of mobile computing. They are easy to use and full of functionality at a price that's certain to have great appeal.

“Our customers want to purchase a notebook that gives them the most for their money,” said Dieter Kossessa, European Product Manager for Toshiba Europe. “With our new Satellites, we've made buying a notebook as easy as possible. These machines come complete with CD-ROM and floppy diskette drive as standard integrated features. "

Great performance at a value price

Developed for small- to medium-size businesses, students, education professionals and first-time buyers, the new Satellite notebooks are ideal solutions for customers interested in purchasing a system that combines the performance of a fast Intel processor with value pricing. The design has been streamlined to offer you everything you need.

Offering the perfect balance of affordability and exceptional computing power, the Satellite 300 series comes equipped with a powerful 166MHz Pentium processor with MMX™ technology and 16 MB of high-speed memory (expandable up to 144 MB). The Satellite 310 series is powered by a 200MHz Pentium® processor with MMX™ technology and 32 MB of memory (expandable up to 160 MB).

Simply complete

Robust enough to run multiple applications and download large files from the Internet, the new Satellites offer premium technologies including a new fully integrated design that combines a 16-speed (maximum) CD-ROM drive, diskette drive and large 2.1 billion byte (2.02GB) hard disk drive into a single package that’s easy to carry.  This is an attractively-priced alternative for small and medium-sized businesses looking to run standard Windows® 95 office suites efficiently and reliably. 

Rounding out this impressive feature set, the Satellite 300 and Satellite 310 series offer expansive 12.1-inch displays for easy viewing and effective multimedia presentations. The Satellite 300CDS and 310CDS feature economical DSTN displays. Alternatively, for more graphics intensive applications, the Satellite 300CDT and 310CDT offer brilliant active matrix displays with True Colour resolutions.

Compromise-less functionality

"In terms of sheer price performance and functionality, the Satellite 300 series offers incredible performance at an unbeatable price. By focusing on the main computing features, we've brought down the cost of mobility without sacrificing performance, quality and reliability,” says Kossessa.

Satellite 300CDS
specifications

Processor 

· Intel Pentium® chip with MMX™ technology

· 2.5 volt technology

· 166 MHz internal,  66 MHz external clock rate

System Bus 

· PCI

· External and internal PCI interfaces

· 32-bit data throughput

· 33 MHz clock rate

· Toshiba 3.3-volt PCI 2.1 chip set

Memory 

· Standard 16 MB (av. access time 60 ns)

· Expands to 144 MB

· All memory EDO RAM

· 256 KB 2nd level burst cache

Display 

· 12.1" (30.7 cm) diagonal

· 800 x 600 resolution 

· DSTN 

 Graphics Adaptor 

· VGA/SVGA compatible 

· Dual Display mode

· 2 MB VRAM

· PCI bus

· BitBlT graphics accelerator

· 64-bit processing

Internal Video Modes

· Up to 800 x 600 with up to 64k colours

External Video Modes

· 640 x 480 with up to 16.7 million colours

· 800 x 600 with up to 16.7 million colours

· 1024 x 768 with up to 64K colours

· External refresh rates up to 85 Hz

Disk drives

· 2.1 billion bytes (2.0 GB) hard disk 
(13 ms av. access)

· 3.5" 1.44 MB/720 KB diskette drive 

· Integrated diskette and CD-ROM drives

CD-ROM drive

· Sixteen speed (max.)

· 12 & 8 cm CDs

· CD-ROM XA, Photo CD, multi-session, audio CD, CD Bridge ISO 9660 compliant

· Data transfer: 2400 KB/s

· Av. access time 130 ms

Sound System

· Built-in 16-bit Sound Blaster Pro compatible

· Supports WAVE formats

· 2 stereo speakers

· Audio in port

Keyboard 

· 86 sculptured keys

· Standard layout 

· 12 function keys 

· 8 cursor keys 

· Inlaid numeric keypad

· 8 "hot keys"

· MousePoint

· Windows 95 key

Interfaces 

· EPP/ECP parallel port

· RS-232 serial port

· Fast infrared (FIR) port

· USB port

· PS/2 keyboard or mouse port 

· Analogue SVGA port

· Ext. microphone & speakers/headphones

Expansion

· 2 x PC Card Type II or 1 x Type III 

· PC Card slots are CardBus compatible

· Memory expansion

Battery 

· Light weight lithium ion, removable

· Up to 3 hours battery life 

· Recharges in less than 3 hours (power off)

Power supply 

· Auto-sensing 100-240 V AC adaptor for world-wide use

Size 

· 304 x 239 x 54 mm 


(11.9”x 9.4” x 2.18”) 

Weight 

· 2.95 kg (6.5 lb.)

Special Features 

· AutoResumeTM Mode with AutoSave

· MaxTimeTM Power Management /APM

· Flash BIOS

· Kensington cable lock provision

· Plug and play BIOS support

· System, HotLock and hard disk passwords

Software included 

· Windows 95 or other MS O/S on request

· Toshiba Audio Applications 2.12

· SVGA screen drivers

· MousePoint drivers

· CD-ROM drivers

· Toshiba MaxTime Power Management

· Hardware config-uration for Windows

· All software pre-installed on hard disk

· Hypertext online help (User's Manual)

· Puma Intellisync '97

Options 

· Carrying case 

· Extra battery packs 

· Car adaptor

· Battery charger

· 32, 64 & 128 MB memory cards

· PC Card Ethernet network card

Satellite 300CDT  Specifications (where different to 300CDS)

Display 

· Active matrix TFT colour

Internal Video Modes

· 640 x 480 with up to 16.7 million colours

· 800 x 600 with up to 16.7 million colours

Satellite 310CDS Specifications (where different to 300CDS)

Processor

· 1.8 volt technology

· 200 MHz internal,  66 MHz external clock rate

Memory 

· Standard 32 MB (av. access time 60 ns)

· Expands to 160 MB

Satellite 310CDT Specifications (where different to 300CDS)

Processor

· 1.8 volt technology

· 200 MHz internal,  66 MHz external clock rate

Memory 

· Standard 32 MB (av. access time 60 ns)

· Expands to 160 MB

Display 

· Active matrix TFT colour

Internal Video Modes

· 640 x 480 with up to 16.7 million colours

· 800 x 600 with up to 16.7 million colours
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